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Akkreditierungsstelle Technik
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Certificate of Conformity
with
European standards
for Components and Systems

Number of Certificate:

EN-ST-000002

Subject matter of Certificate:

IRIS 400, IRIS 420, IRIS 440

Owner of certificate:

Chiron Security Communications Ltd.
Wyvols Curt, Swallofield,
GB-RG 7 IWY Reading

Basis for certification:

EN 50136-1-1: EN 50136-1-1:1998 + A1:2001
EN 50136-2-1:1998 + Corr. 1998 + A1:2001

Use, the product disposes of the following parameters:

The IRIS range of alarm diallers allow users to migrate intruder alarm systems
away from PSTN communications to IP based and/or wireless networks.

The tests were carried out at the VdS laboratories
and the results are documented in test report:

STE 08/0222-224

To guarantee the permanent quality of products a regular surveillance of the manufacturing process is

performed.

This certificate comprises 4 pages and shall only be reproduced without any modifications and including

all enclosures.
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Enclosure 1

To Certificate No.: EN-ST-000002

Date : 1

The approved component/system comprises the following parts:

2-19-2008

VdS

Sheet 1

Description of component

Type

Applicant's Registration No.

Approval number
of component
(only complete for
system approval)

IRIS Dialler (GSM) without
enclosure in combination with
receiving software ,,Polling Engine*

IRIS Dialler (Ethernet) without
enclosure in combination with
receiving software ,,Polling Engine*

IRIS Dialler (Ethernet + GPRS)
without enclosure in combination
with receiving software ,,Polling
Engine*

The IRIS 4xx Dialler series is
designed to be mounted in any

intruder alarm system (by an
installer) confirming EN 50131.

IRIS 400

IRIS 420

IRIS 440







